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This paper proposes a fuzzy logic controller (FLC) based variable resistive bridge type fault current limiter
(VR-BFCL) to minimize the impact of faults on voltage source converter high voltage direct current (VSC-
HVDC) systems. FLC for VR-BFCL is developed to dynamically insert the appropriate current limiting
resistance during contingencies to maintain the fault currents within the acceptable limit. The proposed
controller effectively provides variable duties to generate and insert controllable resistance in the system
based on fluctuation of direct current (DC) link voltage and point of common coupling (PCC) voltage. The
efficacy of the proposed controller is justified through simulations work for balanced and unbalanced
faults. The results demonstrate that oscillations in PCC voltage and DC link voltage can be maintained
within the acceptable range by controlling fault current through the insertion of the appropriate resis-
tance. It is also found that the proposed controller outperforms the existing method.
� 2021 THE AUTHOR. Published by Elsevier BV on behalf of Faculty of Engineering, Ain Shams University.

This is an open access article under the CC BY license (http://creativecommons.org/licenses/by/4.0/).
1. Introduction

The generated power in power generating unit is transmitted to
the load center through high-voltage direct current (HVDC) con-
version due to minimizing power losses, improving security and
reliability. Furthermore, renewable several energy generation
units, such as offshore wind farm generator, and solar photovoltaic
(PV), integration with HVDC system provides better flexibility
compared to conventional high voltage alternating current (HVAC)
system due to independent control of active and reactive power[1].
Among the different renewable sources, the variable speed wind
generators can be integrated to the electric network through the
voltage source converter (VSC) based conversion system [2].
Mainly, two types of HVDC networks are proposed based on con-
verter topologies: the line commutated converter (LCC) and the
VSC. However, the later one is considered better over the former
one as it provides more flexibility in controlling power and DC
voltage, and improved power quality[3–5].

Hitherto, for VSC–HVDC transmission system, different VSC
topologies, such as two–level, three–level neutral point clamped,
and multi–level, are proposed in different works [6,7]. Although
VSC-HVDC system has several benefits, AC/DC faults on such sys-
tem pose serious threats, and consequently it can lose synchronism
from the rest of the systems. The reason is that the VSC topology
has antiparallel diodes and it requires large DC capacitor which
can be discharged sharply during abnormal conditions [8]. In case
of short-circuit faults, current in VSC-HVDC increases sharply
within few milliseconds which causes high current flow to the
DC link through the antiparallel diodes of VSC and may damage
the converters [9,10]. Furthermore, the DC link voltage, and the
point of common coupling (PCC) voltage deviate from the nominal
values due to several faults in HVDC network. The improvement of
PCC and DC link voltage deviations of offshore wind farm con-
nected VSC-HVDC is presented in [11] with hybrid optimization
based proportional integral (PI) controller. Among the several
methods proposed in the literature to resolve fault problems of
VSC-HVDC system, employing fault current limiters (FCLs) is con-
sidered to be the best one [12]. Fault current limiters can restrict
high fault current during the response time of a circuit breakers
[13]. As a result, current interruption stress on a circuit breaker
esistive
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Nomenclature

Abbreviations
2LG Double line to ground fault
3LG Three line to ground fault
BFCL Bridge type fault current limiter
D Duty cycle
FFF Feed forward function
FLC Fuzzy logic controller
FRT Fault ride through
HVDC High voltage DC
IGBT Insulated gate bipolar transistor
LCC Line commutated converter
MTDC Multiterminal HVDC
PCC Point of common coupling
PI Proportional integral

PLL Phase locked loop
VR Variable Resistive
VSC Voltage source converter

Subscripts
aceff Effective value in AC side
d Direct axis
max Maximum
mes Measured
min Minimum
q Quadrature axis
ref Reference
var Variable
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is reduced with the FCLs, which eventually minimizes the size and
cost of the circuit breaker.

Different types of FCLs, such as flux coupling, magnetic, resis-
tive, hybrid, superconducting and non-superconducting, are exten-
sively applied in power system; however, superconduc-ting[14–
17] and nonsuperconducting[18–20] types are more dominant. In
[21], a new DC reactor superconducting FCL is presented, which
has reduced coil rating. Nevertheless, the presented structure does
not have the flexibility to vary coil resistance, which is imperative
due to the fact that the fault current varies over a wide range dur-
ing contingencies. In order to address this issue, another DC coil
based non-superconducting FCL is proposed in [22] which restricts
the fault current efficiently than the one presented in [21]; how-
ever, the problem with this structure is that it faces significant
voltage drop in the coil. Besides, to resolve the fault problems of
VSC-HVDC system and improve stability, different categories of
superconducting FCL (SFCLs) [23–25] are also examined in the lit-
erature. Although the application of superconducting FCLs does not
require any additional control circuit, it has several disadvantages
as compared to non-superconducting FCLs, such as bulky size, high
cost, overweight, magnetic interference, loss in normal mode, and
prolonged recovery time [26,27]. An efficient non-superconducting
variable resistive bridge type fault current limiter (VR-BFCL) is pro-
posed and studied for several branches of power system to over-
come the issues of stand-by mode loss, non-adaptable resistance
and high cost [28–30]. However, the application, control, and
design of this new topology are not fully investigated yet in VSC-
HVDC system considering the system non-linearities. The VR-
BFCL structure has flexibility and options to insert varying resis-
tance by designing proper control signals which can improve the
performance of the system greatly. However, a detailed design is
a challenging task due to non-linearity in the system. Thus, fault
ride through (FRT) improvement of VSC-HVDC with proper con-
troller design, including varying nature of VR-BFCL and system
non-linearities, presents a potential solution to the fault problems.
To fill-up this gap, in this paper, VR-BFCL with non-linear fuzzy
logic based control strategy is proposed for FRT augmentation of
VSC-HVDC system. A detailed fuzzy logic controller is proposed
to control VR-BFCL in order to insert varying resistance, which is
dynamically controlled based on the PCC voltage deviation and
DC link voltage fluctuation, between the grid and VSC. The pro-
posed controller has two main advantages: it is superior over con-
ventional fixed duty controller and easy implementation is
achieved even with the consideration of system non-linearities. A
comparative study is also performed to show the superiority of
the designed non-linear FLC controller over the conventional fixed
2

duty based control approach. The system and associated con-
trollers are implemented in MATLAB Simulink environment. The
main contributions of the proposed works can be summarized as
below.

� VSC-HVDC systemwith VR-BFCL is modeled for controlling fault
currents to facilitate analysis.

� The resistive value of VR-BFCL is properly designed considering
pre-fault and post post-fault analysis.

� Non-linear FLC for VR-BFCL is designed to reduce fault currents.
The design process involves the consideration of varying PCC
and DC link voltages to generate variable duties, which are
overlooked in the previous studies.

� Several fault current impacts on the controller are analyzed to
observe the effectiveness of the proposed controller. The bal-
anced and unbalance faults are considered to study the effect
of the designed controller.

� The DC voltage oscillation is reduced with the proper design of
the non-linear controller. Furthermore, the voltage profile at
PCC is greatly improved with the proposed controller based
VR-BFCL which is dynamically controlled by the adaptive duty.

The rest of paper is organization as follows. Section 2 describes
the architecture, working principle, and design method of VR-BFCL.
The system modeling, HVDC controller design, and the proposed
FLC based VR-BFCL controllers are presented in Section 3. Efficacy
of the proposed controller is described in Section 4 by conducting
case studies. The feasibility study of VR-BFCL is performed in Sec-
tion 5. Finally, Section 6 concludes the work. .
2. Variable resistive current limiter design

In this work, fuzzy logic control based on VR-BFCL, which
dynamically inserts impedance to restrict fault current and
improve stability, is proposed. The basic construction and working
principle of VR-BFCL are described in Fig. 1.

The VR-BFCL is constructed with isolation transformers, diodes,
inductor, resistor and an insulated gate bipolar transistor (IGBT)
switch [28,29,31,32] as shown in Fig. 1. The main current limiting
part of VR-BFCL is constructed with a parallel resistor and IGBT
switch. The proposed controller keeps the IGBT switch turned on
in normal condition which eventually bypasses the resistor, thus,
LDC works as short-circuit and charges to peak value. The addition
of small valued LDC in series with Rvar limits the drastic current
change, thus, it protects the IGBT from large di=dt.



Fig. 1. Variable resistive bridge type fault current limiter (VR-BFCL).
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The DC voltage across the diode bridge of VR-BFCL can be
depicted by the equation below [28].

VDC ¼ 6
p

sinðp
3
ÞkVm ð1Þ

where k represents turn ratio of transformer, Vm represents the
peak voltage in the primary side of transformer. The relationship
of the variable resistance (Rvar), duty, and the DC resistance is given
by the following equations.

RDC ¼ ð1� DÞRvar ð2Þ

3ðVm=
ffiffiffi
2

p
Þ2

Raceff
¼ f6p sinðp3ÞkVmg2

RDC
ð3Þ

Following equation can be obtained by further simplification of the
above equation.

Raceff ¼ p2

18k2
RDC ð4Þ

This is clear from this expression that the total effective resis-
tance appeared in the primary side of the isolation transform,
which is in series with the line, mainly depends on turn ratio of
the isolation transformer and DC resistance RDC . Furthermore, RDC

depends on the duty cycle of the IGBT switch and Rvar , thus, by
dynamically controlling the duty cycle, Raceff can be controlled.
Therefore, the main purpose of the work is to design non-linear
fuzzy logic controller, which dynamically adapts the duty to insert
a varying effective resistance in the HVDC system to protect it from
high current during disturbances as well as improve dynamic
performance.

The systematic VR-BFCL design process is followed in this work.
The proper value of resistance insertion can mitigate the impact of
fault on the system. To achieve this goal, in the design process, it is
assumed that the VR-BFCL should consume at least equal or greater
active power of the system capacity during fault condition. If the
system power exchange capacity is Pexch, then the power consump-
tion by each phase of VR-BFCL can be expressed as follows. How-
ever, this expression is based on the assumption of a balanced
three phase fault on the system. Since, in general, the balanced
fault is considered more severe than unbalanced faults.
3

PVR�BFCL P
Pexch

3
ð5Þ

The post-fault power consumption capability of VR-BFCL is given by
the following equation.

PVR�BFCL ¼ V2
PCC

Raceff
ð6Þ

where, VPCC is the voltage at the PCC. By simplifying Eq. 4 to 6, fol-
lowing equation is obtained.

V2
PCC

Raceff
P

Pexch

3
ð7Þ

Further simplification of the above equation gives the following
expression for calculating the proper value of DC resistance (RDC)
of VR-BFCL.

RDC 6 54k2

p2

V2
PCC

Pexch
ð8Þ

So, the Eq. 8 is the basis for calculation of the proper value of DC
resistance of VR-BFCL based on PCC voltage, power exchange
between the grids, and isolation transformer turns ratio in case of
balanced fault. However, since the inequality presents in the Eq.
8, in order model the unbalanced faults, the trial and error method
is applied to find the value of RDC for VR-BFCL.

3. System modeling and controller design

The schematic diagram of two terminal VSC-HVDC is shown in
Fig. 2. In order to demonstrate the performance of the proposed
controller, this works implements a simple two-terminal VSC-
HVDC system, connecting two grids of the same operating fre-
quency. One of the terminals controls the power flow between
two grids by changing reference power command, while the other
one controls the DC link voltage. Both the VSCs, for terminal one
and terminal two, has inner current controllers, which are
designed to control the powers. The detailed design process of
the fuzzy logic controller and the design of the VSC controller are
documented in the following subsections.

3.1. Control of VSC1

As shown in Fig. 2, the VSC1 controller helps to maintain the
desired active power flow through the HVDC link. The active and
reactive powers (Ps and Qs) can be expressed in terms of direct
and quadrature axis voltages and currents as below.

Ps ¼ 3
2
½VdId þ VqIq� ð9Þ

Qs ¼
3
2
½�VdIq þ VqId� ð10Þ

Since the synchronization device, phase locked loop (PLL), con-
tinuously forces the voltage (Vq) to zero, the above equations can
be further simplified as follows.

Ps ¼ 3
2
VdId ð11Þ

Qs ¼ �3
2
VdIq ð12Þ

Therefore, the reference currents of direct axis and quadrature axis
are given by the equations below for controlling active and reactive
power, respectively.

Idref ¼ 2
3Vd

Pref ð13Þ



Fig. 2. VR-BFCL connection with the two-terminal HVDC network.
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Iqref ¼ � 2
3Vd

Qref ð14Þ

The VSC-HVDC system AC side and converter equations are
given in d� q frame as follows.

L
dId
dt

¼ Lx0Iq � RId þ Vtd � Vd ð15Þ

L
dIq
dt

¼ �Lx0Id � RIq þ Vtq � Vq ð16Þ

Vtd ¼ VDC

2
md ð17Þ

Vtq ¼ VDC

2
mq ð18Þ

Based on the above equations set (Eq. 13 to 18) and third har-
monic injected PWM technique, the detail controller for VSC1 is
developed as shown in Fig. 3. The adoption of the third harmonic
injected PWM technique helps to minimize the required DC bus
voltage, which, in turn, increases system stability. As shown in
Fig. 3, active and reactive powers are controlled independently
by controlling d-axis and q-axis currents, respectively. The propor-
tional integral (PI) controllers are used for both the current con-
trollers, and their parameters are obtained by pole zero
cancellation technique in this work.

3.2. Control of VSC2

The control performance of VSC-HVDC system greatly depends
on DC link voltage [33,34], which is controlled by one of the VSCs
for two terminal HVDC system. In this study, VSC2 controller is
designed to keep the DC link voltage to preset value. Thus, in addi-
tion to the current controller like VSC1, the controller of VSC2
employs an additional outer controller to control DC voltage. This
outer controller adjusts the active power exchange with the
Fig. 3. The controller
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capacitor employing a PI controller for properly controlling the
DC voltage. Thus, the power provided by the outer controller is
added with the power exchange between the grids to generate
its reference power (Pref2) as demonstrated in Fig. 4. It is worth
mentioning that the PI for VSC2 is tuned with symmetrical
optimum method as reported in [35].

3.3. Proposed fuzzy logic controller for VR-BFCL

Fuzzy logic controller (FLC), effective in case of non-linearity
and difficulty in implementation of an exact mathematical model,
is based on if-then rules. Since the power system is highly non-
linear, and the non-linearity further increases during different dis-
turbances, FLC based current limiter controller is proposed in this
work. The principle of FLC and the proposed FLC design technique
for VR-BFCL are documented in the following subsections.

3.3.1. Principle of FLC
The FLC is non-linear controller having the capability to control

real-world problems better than the linear controller. The FLC
focuses to imitate the process followed by the human mind while
executing control tasks. The FLC a is combination of four different
steps such as fuzzification, rules, decision making, and defuzzifica-
tion [36,37]. In the fuzzification step, the numerical input variable
is converted into fuzzy sets whose elements have the degree of
membership. The FLC rules have if-then structure to perform two
important tasks: generating rules and inferring the output from
these rules. The decision-making part selects rules from the rule
base and their corresponding degree of firing. Finally, in the
defuzzification step, the fuzzy output from the decision-making
part converted to crisp values which are then passed to the phys-
ical actuator for controlling the plant.

3.3.2. Fuzzification
In the proposed FLC controller, the normalized voltage

deviations at the PCC and DC link are employed as input. Since
diagram of VSC1.



Fig. 4. Schematic diagram of controller of VSC2.
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the performance of HVDC system greatly depends on the DC volt-
age control, the fuzzification process adopts the DC link voltage for
adaptable duty generation. Triangular membership functions
(MFs) are used for the both input and output variables of FLC as
shown in Fig. 5.

It is worth mentioning that other membership functions were
tried; however, those functions could not provide good transient
stability of the system. In the design process, the systemwas tested
under different severe faults, and deviations at PCC and DC link
voltage are observed. Maximum voltage deviations for PCC and
DC link were found 0.83 pu and 2.25 pu, respectively. The range
of fuzzy variable, which is called the universe of discourse (UOD),
is set from this observation. The fuzzy set, the ordered pairs of
the membership function and UOD, is totally characterized by tri-
angular membership function as shown in Fig. 5. The output vari-
able is duty (D) that is varied from 0 to 1 in order to change the
inserted resistance from zero to maximum value. Different linguis-
tic variables are selected in the design process like NB, NS, Z, PS, PB
which stands for negative big, negative small, zero, positive small,
and positive big, respectively. The grade of membership values is
determined from the following equation of the triangular member-
ship function.
Fig. 5. Input and output members

5

lAiðDVPCC=DVDCÞ ¼ 1
b
fb� 2jðDVPCC=DVDCÞ � ajg ð19Þ

where DVPCC=DVDC are input variables, a is the point at which grade
of membership is 1 and b is the width of membership functions.

3.3.3. Fuzzy rule base
The fuzzy rule base is the heart of the fuzzy logic controlled sys-

tem. The fuzzy rule based design process involves storing all possi-
ble combinations of input variables. DC link voltage deviation
(DVDC) and PCC voltage deviation (DVPCC) are used as input vari-
ables to determine duty (D). Schematic diagram of fuzzy design
is shown in Fig. 5.

All the fuzzy rules are listed in Table 1. The DC link and PCC
voltage deviations are represented with different linguistic vari-
ables such as NB, NS, Z, PS, and PB. The range of these variables
are determined with the applications and observations of severe
faults in the HVDC network. The fuzzy rules are designed based
on the these linguistic variables to generate duty for the VR-BFCL
which are also represented by similar linguistic variables. For
example, if the DVDC and DVPCC lie in PB MF due to the appearance
of faults in the system, higher value of resistance should be
inserted in series with the line to restrict the fault current. And,
hip functions of fuzzy system.



Table 1
Fuzzy rules for duty generation.

DVPCC

NB NS Z PS PB

DVDC NB PB PS PS Z NS
NS PS Z Z NS NS
Z PS Z NS NS NS
PS Z Z NS NS NB
PB Z NS NS NB NB

Fig. 6. Surface viewer of the proposed fuzzy control.

Fig. 7. Gate pulse generation for VR-BFCL with FCL strategy.

Table 2
Parameters of VSC-HVDC system and its controller.

Parameter Value

Rated power of HVDC system 110 MVA [t]
AC Grid voltage 138 kV (L-L rms)
System Frequency 60 c/s
Transformer voltage ratio 138/52 kV (Delta/Y)
Transformer magnetizing resistance 0.001 pu
Transformer magnetizing inductance 0.001 pu
Resistor (R) 40.6 mX
Reactor (L) 10.8 mH
DC capacitor 250 lF
DC voltage 100 kV
Rvar 330 mX
LDC 10 mH
Inner, PI 14.37 + 54.18/s
Outer, PI 0.0219 + 0.5071/s
Feed forward function (FFF) 1=ð1þ 8:6� 10�6sÞ
DC cable length 200 km
DC cable resistance 13.9 mX/km
DC cable capacitance 23.1 lF/km
DC cable inductance 0.159 mH/km [b]

Fig. 8. Reference DC link voltage tracking performance.
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according to Eq. (2), lower value of duty (D) provides higher resis-
tance. Therefore, at this condition D should be NB. Likewise, if the
DVDC and DVPCC are within narrow range during the system faults,
for example NB, the lower value of resistance of VR-BFCL can
restrict the fault current. Thus, higher value of D is required at this
condition which is given by the linguistic variable PB as shown in
1. All other rules as listed in Table 1 are extracted following the
same process. The surface viewer of the proposed fuzzy controller
are shown in Fig. 6. This figure illustrates that the variations in DC
link and PCC voltages vary the duty cycle accordingly to insert
varying current limiting resistance.

3.3.4. Fuzzy inference
In the proposed fuzzy logic controller, Mamdani method is used

for the inference mechanism. Each fuzzy rule with the degree of
conformity (Wi) is given by the following equation [38].
X

Wi ¼ flAiðDVPCCÞgflAiðDVDCÞg ð20Þ
where lAiðDVPCCÞ and lAiðDVDCÞ are the values of the grade of input
variable memberships and i is the number of rules.

3.4. Defuzzification

Among the different defuzzification methods, center of area
[38] is used in this work to determine the crisp values of duty
(D). According to center of area method, D is obtained as follows:
6

D ¼ ð
X

WiLiÞ=ð
X

WiÞ ð21Þ

where Li is the value of duty D, which has been expressed in terms
of linguistic variables in Table 1.

This work employs the above non-liner fuzzy logic controller
(FLC) to dynamically adjust the resistance of VR-BFCL in VSC-
HVDC system. The implementation of the fuzzy controller is
achieved with the proposed control circuit shown in Fig. 7. The
control strategy employs two comparators: comparator1 for
detecting the fault based on the PCC current [39,40] and compara-
tor2 for activating fuzzy logic controller.

As shown in Fig. 7, during the normal operation, the output of
comparator1 becomes low if the PCC current IPCC is lower than
the threshold current IT . Thus, one of the inputs to the product
block is low which is multiplied with the output of comparator2.



Fig. 9. Reference power tracking performance.

Fig. 10. System performance improvement with the propose
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In this way, the fuzzy logic controller is bypassed and IGBT of VR-
BFCL is kept turned on. However, during contingencies, IPCC exceeds
the threshold current IT and output of the comparator1 becomes
high. At this condition, the output of comparator2, which is the
adjustable duty provided by the proposed fuzzy controller, is
passed to the summation block by the product block. Thus, during
a faulty condition, the IGBT of VR-BFCL is turned on and turned off
in dynamic fashion based on the variable duty provided by the FLC
controller.
4. Results and discussions

In this study, extensive simulations are conducted by applying
various faults, symmetrical and unsymmetrical, in the systems.
For all fault conditions, system performance in restricting fault cur-
rent and augmenting stability is analyzed for three cases: without
any auxiliary devices, with fixed duty based controller and with
the proposed fuzzy logic controller.
d control strategy in response to symmetrical 3LG fault.



Table 3
Fluctuation reduction with proposed FLC based VR-BFCL for symmetrical 3LG fault.

Amount of fluctuation

Parameters Without FCL With fixed duty VR-BFCL With Proposed FLC based VR-BFCL

PCC voltage (pu) 0.8759 0.344 0.1895
DC link voltage (pu) 2.87 1.56 1.18
Line Current (kA) 1207 567 315

Fig. 11. Robustness of the proposed controller with system parameters variation.

Fig. 12. Impact of grid fault on the power converter.
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4.1. System and controller data

The test system as depicted in Fig. 2 and its associated con-
trollers presented in Fig. 3 and Fig. 4 are built in MATLAB Simulink
environment. The system and controllers parameters are listed in
Table 2.

4.2. Simulation considerations

Initially, the DC link capacitors are gradually charged to some
level, up to 61 kV, by the current flow to the capacitors through
the antiparallel diodes of VSCs. Now, the reference voltage for
the outer controller of VSC2 is step changed to 100 kV at 0.2 s.
The DC link voltage tracking performance of the VSC2 is visualized
in Fig. 8 by plotting both reference and measured voltages. It is
observed that the DC link voltage has overshot around 110 kV;
however, it settles to the reference value within a very short time,
at around 0.33 s as shown in Fig. 8.

After the DC link voltage settles to its steady state value of
100 kV, the reference power command for VSC1 is changed to
100 MW in order to transfer this power from the grid one to the
grid two as shown in Fig. 9. The settling time of active power is less
than that of DC link voltage. The active power observes a negligible
steady state error as shown in Fig. 9.

Now, the VSC-HVDC system is fully in steady state conditions,
considering both the DC link voltage and active power exchange
between two grids. At this conditions, several faults, for 6 cycles,
are applied in the system to test the efficacy of the proposed non-
linear FLC based VR-BFCL controller. Three cases are simulated as
below.

i. without FCL
ii. with fixed duty controller VR-BFCL
iii. with proposed fuzzy logic controller VR-BFCL

4.3. Symmetrical fault application

The most severe fault in power system is symmetrical three
phase fault (3LG). The improvement in dynamic performance of
the system, considering PCC voltage, DC link voltage, and line cur-
rent, with the proposed controllers is depicted in Fig. 10 for sym-
metrical 3LG fault.

PCC voltage varies from 0.1611 pu to 1.037 pu without any aux-
iliary control approach. Application of fixed duty based control of
VR-BFCL reduces PCC voltage fluctuation by 60.7%. However, the
height level of performance is observed in reducing PCC voltage
fluctuation with the proposed fuzzy logic control based VR-BFCL
which is around 78.36%. DC link voltage also fluctuates over a wide
range without any supplementary controller. Fixed duty based VR-
BFCL slightly damps the DC link voltage oscillation corresponding
to 47.3%. The proposed fuzzy logic control based VR-BFCL further
reduces the DC link voltage fluctuation and 58.88% fluctuation
reduction is observed. The performance improvement of the sys-
tem with the proposed VR-BFCL control strategy is also observed
by limiting line fault current as shown in Fig. 10. Table 3 represents
the transient stability improvement of the VSC-HVDC system for
8

symmetrical 3LG fault. The amount of fluctuation for three param-
eters, such as PCC voltage in p.u., DC link voltage in p.u., and the
line current in kA, are presented in table 3. As shown in table 3,
the deviations of all parameters are greatly reduced with the pro-
posed controller as compared to the conventional controller.

The system performance improvement should be guaranteed
with the parameters variations. The proposed controller is also
tested with the variations of interface inductance (L) and resistance
(R). Under the case of 3LG fault, the voltage at PCC is shown for in
Fig. 11 for base case and 10% increase and decrease of L and R. It is
found that the variation of PCC voltage lies within the narrow
range which guarantees the robustness of the proposed FLC based
approach.



Fig. 13. Performance improvement with the proposed control strategy in response to symmetrical 2LG fault.

Table 4
Fluctuation reduction with proposed FLC based VR-BFCL for symmetrical 2LG fault.

Amount of fluctuation

Parameters Without FCL With fixed duty VR-BFCL With Proposed FLC based VR-BFCL

PCC voltage (pu) 0.394 0.1912 0.1108
DC link voltage (pu) 2.595 2.56 1.53
Line Current (kA) 554 321 233
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Furthermore, the proposed controller minimizes the negative
impact of grid faults on the voltage source converter as depicted
in Fig. 12. As shown in Fig. 12, the current through the IGBT switch
of VSC1 is very high during the entire simulation time without any
FCL. The IGBT switch current is slightly reduced with the fixed duty
based control approach, while the proposed FLC based control
keeps the IGBT current within safe limit and thus it protects the
converters from damage.
9

4.4. Unsymmetrical fault application

In order to show the effectiveness of the proposed control strat-
egy of VR-BFCL, unsymmetrical double line to ground (2LG) fault is
also applied in the system as shown in Fig. 13. System performance
is very poor in reducing PCC voltage fluctuation, DC link voltage
fluctuation and fault current without any auxiliary controller as
observed by simulation studies. As shown in Fig. 13, the voltage



Table 5
Percentage fluctuation reduction with proposed FLC based VR-BFCL for symmetrical and unsymmetrical fault.

Percentage fluctuation reduction

Symmetrical Fault Unsymmetrical Fault

Parameters With fixed duty VR-BFCL With Proposed FLC based VR-BFCL With fixed duty VR-BFCL With Proposed FLC based VR-BFCL
PCC voltage 60.7 78.36 51.47 71.8
DC link voltage 47.3 58.88 1.03 41.04
Line Current 53.02 73.9 42.05 57.94
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at PCC varies between 0.6065 to 1.014 pu without fault current
limiter. The VR-BFCL application in the system with fixed duty
based control approach reduces the fluctuation of PCC voltage by
only 51.47%. However, a great reduction in PCC voltage fluctuation
is observed with the proposed FLC based fault current limiter
which corresponds to 71.8% reduction in fluctuation. DC link volt-
age of the HVDC system also varies from 0.2495 to 2.845 pu. Fixed
duty based VR-BFCL is applied in the system to reduce this DC link
voltage fluctuation. Application of the fixed duty control reduces
fluctuation by 1.03% only. Now, the proposed control approach
of VR-BFCL reduces the DC link voltage oscillation by 41.04%.
Table 4 represents the performance improvement of VSC-HVDC
system with proposed fuzzy logic control based VR-BFCL for an
unsymmetrical double line to ground (2LG) fault. As shown in table
4, the line current is very high, i.e. 554 kA, without any auxiliary
controller. The application of conventional fixed duty controller
reduces the fault current to 321 kA. However, the significant reduc-
tion in fault line current is observed with the proposed FLC based
current limiter which corresponds to only 233 kA. Thus, the pro-
posed technique is capable to protect the VSC and the associated
devices from the exposure of high current.

Overall performance improved by the proposed fuzzy logic con-
trol based VR-BFCL is observed in the Table 5. As listed in Table 5,
the proposed FLC based VR-BFCL is superior over traditional con-
troller in minimizing voltage deviations at PCC and DC link, and
line current, in case of both balanced and unbalanced faults. As
observed in table 5, the maximum percentage reductions in PCC
voltage are observed for both types of faults with the proposed
controller. The percentage reductions in PCC voltage for 2LG and
3LG faults are 71.8% and 78.36%, respectively, with the proposed
FLC based VR-BFCL controller.
5. Practical installation and cost of VR-BFCL

The actual cost of VR-BFCL is not known yet since this new
topology is still in the research phase. Also, the actual installation
cost varies depending on the capacity of this device. For example,
the installation in the distribution level will have less cost com-
pared to the cost of installation in high voltage transmission level.
However, the installation cost can be assumed from the number of
components needed for the fabrication of the device. For instance,
diodes, resistor, inductor, power electronic switch, and transform-
ers are needed to develop VR-BFCL. Thanks to the developments of
power electronics, all the components are available in the market
and cost can be calculated for installation in any level of the power
system.
6. Conclusions

In this paper, a non-linear FLC based bridge controller is pro-
posed to improve the dynamic performance of VSC-HVDC system.
Depending on fault detection based on the PCC current, the con-
troller is designed. Effective controllable resistance is generated
and placed in the system during the disturbance depending on
10
the amount of DC link and PCC voltage deviations. We have used
Matlab Simulink to develop the FLC controller, HVDC system, and
fault current limiter. The performance of the proposed controller
is evaluated by applying several disturbances, such as symmetrical
and unsymmetrical, in the system. Simulation results demonstrate
that the proposed controller effectively restricts fault currents and
augments transient response of the VSC-HVDC systems. The fluctu-
ated voltage of DC link, and PCC is decreased remarkably and fault
current is significantly reduced. The proposed method also ensures
the system stability. It is also observed that the controller proposed
outperforms the traditional fixed duty controller. However, the
fault current controlling of off-shore wind farm integrated HVDC
system is imperative. Thus, in our upcoming work, transient stabil-
ity improvement of a large-scale wind farm integrated VSC-HVDC
system will be considered with VR-BFCL.
Declaration of Competing Interest

The authors declare that they have no known competing finan-
cial interests or personal relationships that could have appeared
to influence the work reported in this paper.
Acknowledgement

The authors would like to acknowledge the support provided by
the Deanship of Research (DSR) at King Fahd University of Petro-
leum & Minerals (KFUPM) for funding this work through project
No. DF181035. In addition, Md. Shafiul Alam would like to
acknowledge the support provided by K.A.CARE energy research
and innovation center (ERIC), King Fahd University of Petroleum
& Minerals (KFUPM), Saudi Arabia.
References

[1] Hossain MA, Pota HR, Hossain MJ, Blaabjerg F. Evolution of microgrids with
converter-interfaced generations: Challenges and opportunities. Int J Electrical
Power Energy Syst 2019;109:160–86.

[2] Soliman MA, Hasanien HM, Al-Durra A, Alsaidan I. A novel adaptive control
method for performance enhancement of grid-connected variable-speed wind
generators. IEEE Access 2020;8:82617–29.

[3] Lee J-G, Khan UA, Lim S-W, Shin W-J, Seo I-J, Lee B-W. Comparative study of
superconducting fault current limiter both for lcc-hvdc and vsc-hvdc systems.
Physica C: Supercond Appl 2015;518:149–53.

[4] Guo C, Zhao C, Gole A, Chen X. Apparent increase in short circuit ratio (aiscr) as
a measure of the impact of vsc converters on lcc converters in multi-infeed
hvdc systems with vsc and lcc infeeds; 2012.

[5] Alam MS, Abido M, Al-Hamouz Z. Model predictive control approach for
bridge-type fault current limiter in vsc-hvdc system. Arab J Sci Eng 2019;44
(3):2079–89.

[6] Beddard A, Barnes M. Modelling of mmc-hvdc systems–an overview. Energy
Procedia 2015;80(Supplement C):201–12.

[7] Kalcon G, Adam GP, Anaya-Lara O, Burt G, Lo K. Analytical efficiency evaluation
of two and three level vsc-hvdc transmission links. Int J Electrical Power
Energy Syst 2013;44(1):1–6.

[8] Shafiul Alam M, Abido MAY. Fault ride-through capability enhancement of
voltage source converter-high voltage direct current systems with bridge type
fault current limiters. Energies 2017;10(11):1898.

[9] Zhang L, Shi J, Wang Z, Tang Y, Yang Z, Ren L, Yan S, Liao Y. Application of a
novel superconducting fault current limiter in a vsc-hvdc system. IEEE Trans
Appl Supercond 2017;27(4):1–6.

http://refhub.elsevier.com/S2090-4479(21)00037-X/h0005
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0005
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0005
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0010
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0010
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0010
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0015
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0015
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0015
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0025
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0025
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0025
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0030
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0030
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0035
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0035
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0035
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0040
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0040
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0040
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0045
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0045
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0045


Md. Shafiul Alam, Fahad Saleh AL-Ismail, M.A. Abido et al. Ain Shams Engineering Journal xxx (xxxx) xxx
[10] Lee J-G, Khan UA, Hwang J-S, Seong J-K, Shin W-J, Park B-B, Lee B-W.
Assessment on the influence of resistive superconducting fault current limiter
in vsc-hvdc system. Physica C: Supercond Appl 2014;504:163–6.

[11] Mahmoud HY, Hasanien HM, Besheer AH, Abdelaziz AY. Hybrid cuckoo search
algorithm and grey wolf optimiser-based optimal control strategy for
performance enhancement of hvdc-based offshore wind farms. IET Gen
Transm Distrib 2020;14(10):1902–11.

[12] Alam MS, Abido MAY, El-Amin I. Fault current limiters in power systems: A
comprehensive review. Energies 2018;11(5):1025.

[13] Elmitwally A, Gouda E, Eladawy S. Optimal allocation of fault current limiters
for sustaining overcurrent relays coordination in a power system with
distributed generation. Alexandria Eng J 2015;54(4):1077–89.

[14] Jo H-C, Joo S-K. Superconducting fault current limiter placement for power
system protection using the minimax regret criterion. IEEE Trans Appl
Supercond 2015;25(3):1–5.

[15] Blair SM, Booth C, Elders I, Singh N, Burt G, McCarthy J. Superconducting fault
current limiter application in a power-dense marine electrical system. IET
Electrical Syst Transp 2011;1(3):93–102.

[16] Hatata A, Ebeid A, El-Saadawi M. Application of resistive super conductor fault
current limiter for protection of grid-connected dgs. Alexandria Eng J 2018;57
(4):4229–41.

[17] Jo H-C, Joo S-K, Lee K. Optimal placement of superconducting fault current
limiters (sfcls) for protection of an electric power system with distributed
generations (dgs). IEEE Trans Appl Supercond 2012;23(3). 5600304–5600304.

[18] Rashid G, Ali MH. Fault ride through capability improvement of dfig based
wind farm by fuzzy logic controlled parallel resonance fault current limiter.
Electric Power Syst Res 2017;146:1–8.

[19] Hagh MT, Jafari M, Naderi S. Transient stability improvement using non-
superconducting fault current limiter. In: 2010 1st Power Electronic & Drive
Systems & Technologies Conference (PEDSTC), IEEE; 2010. p. 367–70.

[20] Hossain MK, Ali MH. Transient stability augmentation of pv/dfig/sg-based
hybrid power system by parallel-resonance bridge fault current limiter.
Electric Power Syst Res 2016;130:89–102.

[21] Ise T, Nguyen NH, Kumagai S. Reduction of inductance and current rating of
the coil and enhancement of fault current limiting capability of a rectifier type
superconducting fault current limiter. IEEE Trans Appl Supercond 2001;11
(1):1932–5.

[22] Hagh MT, Abapour M. Nonsuperconducting fault current limiter with
controlling the magnitudes of fault currents. IEEE Trans Power Electron
2009;24(3):613–9.

[23] Manohar P, Ahmed W. Superconducting fault current limiter to mitigate the
effect of dc line fault in vsc-hvdc system. In: 2012 International conference on
power, signals, controls and computation, IEEE. p. 1–6.

[24] Mourinho FA, Motter D, Vieira JC, Monaro RM, Le Blond SP, Zhang M, Yuan W.
Modeling and analysis of superconducting fault current limiters applied in
vsc-hvdc systems. In: 2015 IEEE power & energy society general meeting, IEEE.
p. 1–5.

[25] Xiao X-Y, Yang R-H, Chen X-Y, Zheng Z-X, Li C-S. Enhancing fault ride-through
capability of dfig with modified smes-fcl and rsc control. IET Gen Transm
Distrib 2017;12(1):258–66.

[26] Kozak J, Majka M, Kozak S, Janowski T. Comparison of inductive and resistive
sfcl. IEEE Trans Appl Supercond 2012;23(3). 5600604–5600604.

[27] Heydari H, Abrishami AA, Bidgoli MM. Comprehensive analysis for magnetic
shield superconducting fault current limiters. IEEE Trans Appl Supercond
2013;23(5). 5604610–5604610.

[28] Naderi SB, Jafari M, Hagh MT. Controllable resistive type fault current limiter
(cr-fcl) with frequency and pulse duty-cycle. Int J Electrical Power Energy Syst
2014;61:11–9.

[29] Firouzi M, Gharehpetian GB, Mozafari B. Improvement of power system
stability by using new switching technique in bridge-type fault current limiter.
Electric Power Compon Syst 2015;43(2):234–44.

[30] Safaei A, Zolfaghari M, Gilvanejad M, Gharehpetian GB. A survey on fault
current limiters: Development and technical aspects. Int J Electrical Power
Energy Syst 2020;118:105729.

[31] Hossain MK, Ali MH. Transient stability augmentation of pv/dfig/sg-based
hybrid power system by nonlinear control-based variable resistive fcl. IEEE
Trans Sustain Energy 2015;6(4):1638–49.

[32] Firouzi M, Gharehpetian G, Pishvaei M. A dual-functional bridge type fcl to
restore pcc voltage. Int J Electrical Power Energy Syst 2013;46:49–55.

[33] Li K-J, Ren J-G, Sun L-J, Zhao J-G, Liang Y-L, Lee W-J, Ding Z-H, Sun Y, et al. A
coordination control strategy of voltage-source-converter-based mtdc for
offshore wind farms. IEEE Trans Ind Appl 2015;51(4):2743–52.

[34] Castro LM, Acha E, Rodriguez-Rodriguez JR. Efficient method for the real-time
contingency analysis of meshed hvdc power grids fed by vsc stations. IET Gen
Transm Distrib 2018;12(13):3158–66.

[35] Preitl S, Precup R-E. An extension of tuning relations after symmetrical
optimum method for pi and pid controllers. Automatica 1999;35(10):1731–6.

[36] Mendel J, Hagras H, TanW-W, MelekWW, Ying H. Introduction to type-2 fuzzy
logic control: theory and applications. John Wiley & Sons; 2014.

[37] Lee C-C. Fuzzy logic in control systems: fuzzy logic controller. i. IEEE Trans Syst
Man Cybernet 1990;20(2):404–18.

[38] Ali MH, Park M, Yu I-K, Murata T, Tamura J, Wu B. Enhancement of transient
stability by fuzzy logic-controlled smes considering communication delay. Int
J Electrical Power Energy Syst 2009;31(7–8):402–8.
11
[39] Alam MS, Abido MAY, Hussein AE-D, El-Amin I. Fault ride through capability
augmentation of a dfig-based wind integrated vsc-hvdc system with non-
superconducting fault current limiter. Sustainability 2019;11(5):1232.

[40] Islam MR, Huda MN, Hasan J, Sadi MAH, AbuHussein A, Roy TK, Mahmud MA,
et al. Fault ride through capability improvement of dfig based wind farm using
nonlinear controller based bridge-type flux coupling non-superconducting
fault current limiter. Energies 2020;13(7):1–24.

Dr. M. Shafiul Alam was born in Bangladesh. He
received B.Sc. in Electrical and Electronic Engineering
(EEE) from Dhaka University of Engineering and Tech-
nology, Gazipur, Bangladesh and M.Sc. in EEE from
Bangladesh University of Engineering and Technology,
Dhaka, Bangladesh. He completed his Ph.D. in Electrical
Engineering from King Fahd University of Petroleum &
Minerals (KFUPM), Saudi Arabia. He started his career as
a faculty member in the department of EEE of Interna-
tional Islamic University Chittagong (IIUC), Bangladesh
in August 2008 where his height rank was ‘‘Associate
Professor” in the department. Currently, he is working

as a Postdoctoral Fellow in K.A.CARE energy research & innovation center (ERIC) at
KFUPM. He worked on several funded projects during Ph.D. research. He received
"best paper award" in IEEE International Conference on Electrical Engineering and

Information & Communication Technology (ICEEICT), 2014. He is a member of the
institution of engineers Bangladesh (IEB). His research interests are renewable
energy sources integration into the utility grid, AC/DC microgrids, high voltage DC
transmission, voltage source converter control, fault current limiter, optimization
algorithms, such as PSO, GA, WOA, and so on, application in the power system,
fuzzy logic, neural networks, and machine learning.

Dr. FAHAD Saleh AL-ISMAIL received the B.Sc. and M.
Sc. degrees in electrical engineering from the King Fahd
University of Petroleum & Minerals (KFUPM), Dhahran,
Saudi Arabia, in 2009 and 2012, respectively, and the Ph.
D. degree in electrical engineering from Texas A&M
University at College Station, USA, in December 2016.
He is currently an Assistant Professor with the Depart-
ment of Electrical Engineering, KFUPM. He offers vari-
ous courses on energy efficiency, demand side
management, power system operation and control, and
power system planning for the graduate and under-
graduate students of KFUPM. His research interests

include power system planning and reliability, renewable energy integration and
uncertainties representation, energy storage system planning and operation, and
demand-side management modeling with intermittent resources and uncertainty

representation of renewable energy in the system model.

M. A. ABIDO (SM’15) received the B.Sc. (Honors with
first class) and M.Sc. degrees in EE from Menoufia
University, Shebin El-Kom, Egypt, in 1985 and 1989,
respectively, and the Ph.D. degree from King Fahd
University of Petroleum and Minerals (KFUPM), Dhah-
ran, Saudi Arabia, in 1997. He is currently a Distin-
guished University Professor at KFUPM. He also a Senior
Researcher at K.A.CARE Energy Research & Innovation
Center, Dhahran, Saudi Arabia. His research interests are
power system control and operation and renewable
energy resources integration to power systems. Dr.
Abido is the recipient of KFUPM Excellence in Research

Award, 2002, 2007 and 2012, KFUPM Best Project Award, 2007 and 2010, First Prize
Paper Award of the Industrial Automation and Control Committee of the IEEE
Industry Applications Society, 2003, AbdelHamid Shoman Prize for Young Arab

Researchers in Engineering Sciences, 2005, Best Applied Research Award of
15thGCC-CIGRE Conference, AbuDhabi, UAE, 2006, and Best Poster Award, Inter-
national Conference on Renewable Energies and Power Quality (ICREPQ?13), Bilbao,
Spain, 2013. Dr. Abido has been awarded Almarai Prize for Scientific Innovation
2017–2018, Distinguished Scientist, Saudi Arabia, 2018 and Khalifa Award for
Education 2017–2018, Higher Education, Distinguished University Professor in
Scientific Research, Abu Dhabi, UAE, 2018. Dr. Abido has published two books and
more than 400 papers in reputable journals and international conferences. He
participated in 60 + funded projects and supervised 50 + MS and PhD students.

http://refhub.elsevier.com/S2090-4479(21)00037-X/h0050
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0050
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0050
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0055
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0055
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0055
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0055
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0060
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0060
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0065
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0065
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0065
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0070
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0070
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0070
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0075
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0075
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0075
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0080
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0080
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0080
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0085
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0085
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0085
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0090
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0090
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0090
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0100
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0100
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0100
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0105
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0105
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0105
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0105
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0110
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0110
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0110
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0115
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0115
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0115
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0120
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0120
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0120
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0120
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0125
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0125
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0125
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0130
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0130
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0135
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0135
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0135
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0140
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0140
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0140
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0145
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0145
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0145
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0150
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0150
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0150
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0155
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0155
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0155
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0160
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0160
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0165
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0165
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0165
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0170
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0170
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0170
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0175
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0175
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0180
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0180
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0185
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0185
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0190
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0190
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0190
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0195
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0195
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0195
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0200
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0200
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0200
http://refhub.elsevier.com/S2090-4479(21)00037-X/h0200


Md. Shafiul Alam, Fahad Saleh AL-Ismail, M.A. Abido et al. Ain Shams Engineering Journal xxx (xxxx) xxx
Dr. Md. Alamgir Hossain was born in Bangladesh. He
received B. Sc. in Electrical and Electrical Engineering
(EEE) from Dhaka University of Engineering and Tech-
nology, Gazipur, Bangladesh, and M.Sc. and PhD in
Electrical Engineering from The University of New South
Wales, Australia. He has received a number of awards,
including the High Impact Publication Awards, the
Overall and Second winners at UNSW Research Day
Competitions, Top Peer Reviewer 2019, Outstanding
Reviewer from Elsevier, and Prime Minister and Presi-
dent Gold Medals. He has published more than 20 high-
impact journal papers and 15 international conferences

in his specialist field. His research interests are AC/DC microgrid, control, opti-
mization, forecasting, power system analysis, and power electronics.
12


	Fault current limiter of VSC-HVDC systems using variable resistive bridge controller
	1 Introduction
	2 Variable resistive current limiter design
	3 System modeling and controller design
	3.1 Control of VSC1
	3.2 Control of VSC2
	3.3 Proposed fuzzy logic controller for VR-BFCL
	3.3.1 Principle of FLC
	3.3.2 Fuzzification
	3.3.3 Fuzzy rule base
	3.3.4 Fuzzy inference

	3.4 Defuzzification

	4 Results and discussions
	4.1 System and controller data
	4.2 Simulation considerations
	4.3 Symmetrical fault application
	4.4 Unsymmetrical fault application

	5 Practical installation and cost of VR-BFCL
	6 Conclusions
	Declaration of Competing Interest
	Acknowledgement
	References


