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Abstract—The state-of-the-art robustness metric-based tuning
of the augmented Kalman filter (AKF) gives an under-estimated
Kalman gain, resulting distortion in the enhanced speech during
colored noise suppression. This paper introduces a sensitivity
metric-based tuning of the AKF for enhancing speech corrupted
with different noises. Specifically, we observe that the sensitivity
metric-based tuning of the AKF overcomes the under-estimation
issues of Kalman gain in the existing method. It is shown that
the reduced-biased Kalman gain enables the AKF to restrict the
residual noise passed to the enhanced speech. It also minimizes
the distortion in the enhanced speech. Objective and subjective
testing on NOIZEUS corpus reveal that the enhanced speech
produced by the proposed method exhibits higher quality as well
as intelligibility than the benchmark methods in colored and non-
stationary noise conditions for a wide range of SNR levels.

Index Terms—Speech enhancement, Augmented Kalman filter,
robustness metric, sensitivity metric, LPC.

I. INTRODUCTION

The speech enhancement algorithm (SEA) gives an estimate

of clean speech from the noisy signal. It can be used as

a front end tool for many speech processing systems, such

as voice communication systems, hearing-aid devices, speech

recognition. Many SEAs, namely spectral subtraction (SS) [1],

[2], MMSE [3], [4], Wiener Filter (WF) [5], [6], Kalman filter

(KF) [7] have been introduced over the decades. However, it

is still a challenging task to develop an efficient SEA for real-

world noise conditions.

The SS based SEA heavily depends on the accuracy of noise

power spectral density (PSD) estimates [8]. If the noise PSD

gets under/over-estimated, the enhanced speech suffers from

musical noise and distortion [9, Chapter 5]. The efficiency

of the MMSE and WF based SEA depends on the accuracy

of the a priori SNR estimates. In [3], a decision-directed

(DD) approach was proposed to compute the a priori SNR

in practice. Since the DD approach uses the speech and noise

power spectrum estimated from the previous noisy speech

frame, the computed a priori SNR for current frame becomes

inappropriate. The biased estimate of the a priori SNR in

the MMSE based SEA typically introduce musical noise and

spectral distortion in the enhanced speech [9].

In KF based SEA [7], Paliwal and Basu computed the

LPC parameters from the clean speech signal. It is capable to

enhance the stationary noise corrupted speech only. Gibson et

al. introduced an augmented KF (AKF) to enhance the colored

noise corrupted speech [10]. Typically, the LPC estimates

for the current noisy speech frame are computed from the

filtered signal of the previous iteration by AKF. Although the

enhanced speech (after 2-3 iterations) shows SNR improve-

ment, however, suffering from significant distortion as well

as musical noise. In [11], Roy et al. proposed a sub-band

iterative KF based SEA. Since it processes the high-frequency

sub-bands (SBs) among the 16 decomposed SBs, some noise

components may still remain in the low-frequency SBs.

In [12], So et al. showed that the poor LPC estimates intro-

duced bias in Kalman gain, resulting significant residual noise

in the enhanced speech. To mitigate this impact, a robustness

metric was used to offset the bias in Kalman gain. So et al.

[13] further showed that the robustness metric gives under-

estimated Kalman gain in speech regions, resulting distorted

speech. To address this, a sensitivity tuning of Kalman gain

has been proposed. Both of the SEAs [12], [13] were limited

to operate in stationary noise conditions. For suppressing the

colored noises, George et al. introduced a robustness metric-

based tuning of the AKF [14]. As in [12], the use of robustness

metric still introduce distortion in the enhanced speech.

The efficiency of the SEAs reported in literature becomes

degraded in real-world noise conditions. Since the AKF uses

the dynamic model of the additive noise, it can suppress the

real-world noises more accurately than the standard KF [7].

In this paper, we further studied and find that the sensitivity

metric is able to offset the bias in Kalman gain effectively

than that of the robustness metric [14]. It is shown that the

reduced-biased Kalman gain enables the AKF to minimize the

residual noise as well as distortion in the enhanced speech.

The efficiency of the proposed method is evaluated against

the benchmark methods in terms of objective and subjective

testing on NOIZEUS corpus for a wide range of SNR levels.

II. AKF FOR COLORED NOISE SUPPRESSION

Assuming the colored noise v(n) to be additive with speech

s(n) and uncorrelated each other, at sample n, the noisy

speech y(n) is given by:

y(n) = s(n) + v(n) (1)

The s(n) and v(n) of eq. (1) can be modeled with pth and



qth order linear predictors as [15]:

s(n) = −

p
∑

i=1

ais(n− i) + w(n) (2)

v(n) = −

q
∑

j=1

bjv(n− j) + u(n) (3)

where {ai; i = 1, 2, . . . , p} and {bj ; j = 1, 2, . . . , q} are the

LPCs, w(n) and u(n) are assumed to be white noise with zero

mean and variance σ2

w and σ2

u, respectively.

Eqs. (1)-(3) can be used to form the following augmented

state-space model (ASSM) of AKF as [14]:

x(n) = Φx(n− 1) + dz(n) (4)

y(n) = cTx(n) (5)

In the above ASSM,

1) x(n) = [s(n) . . . s(n− p+ 1) v(n) . . . v(n− q + 1)]T

is a (p+ q)× 1 state-vector,

2) Φ =

[

Φs 0
0 Φv

]

is a (p + q) × (p + q) state-transition

matrix with:

Φs =















−a1 −a2 . . . ap−1 ap
1 0 . . . 0 0
0 1 . . . 0 0
...

...
. . .

...
...

0 0 . . . 1 0















,

Φv =















−b1 −b2 . . . bq−1 bq
1 0 . . . 0 0
0 1 . . . 0 0
...

...
. . .

...
...

0 0 . . . 1 0















,

3) d =

[

ds 0
0 dv

]

, where ds =
[

1 0 . . . 0
]⊤

, dv =
[

1 0 . . . 0
]⊤

,

4) z(n) =

[

w(n)
u(n)

]

,

5) cT =
[

cTs cTv
]

, where cs =
[

1 0 . . . 0
]T

and

cv =
[

1 0 . . . 0
]T

are p× 1 and q × 1 vectors,

6) y(n) is the noisy measurement at sample n.

Firstly, y(n) is windowed into non-overlapped and short

(e.g., 20 ms) frames. For a particular frame, the AKF computes

an unbiased and linear MMSE estimate, x̂(n|n) at sample n,

given y(n) by using the following recursive equations [14]:

x̂(n|n− 1) = Φx̂(n− 1|n− 1) (6)

Ψ(n|n− 1) = ΦΨ(n− 1|n− 1)ΦT + dQdT (7)

K(n) = Ψ(n|n− 1)c(cTΨ(n|n− 1)c)−1 (8)

x̂(n|n) = x̂(n|n− 1) +K(n)[y(n)− cT x̂(n|n− 1)] (9)

Ψ(n|n) = [I −K(n)cT ]Ψ(n|n− 1) (10)

where Q =

[

σ2

w 0
0 σ2

u

]

is the process noise covariance.

For a noisy speech frame, the error covariances Ψ(n|n−1)
and Ψ(n|n) corresponding to x̂(n|n−1) and x̂(n|n), and the

Kalman gain K(n) are continually updated on a samplewise

basis, while ({ai}, σ2

w) and ({bk}, σ2

u) remain constant. At

sample n, g⊤x̂(n|n) gives the estimated speech, ŝ(n|n),

where g =
[

1 0 0 . . . 0
]⊤

is a (p + q) × 1 column

vector. As in [14], ŝ(n|n) is given by:

ŝ(n|n) = [1−K0(n)]ŝ(n|n− 1) +K0(n)[y(n)− v̂(n|n− 1)],
(11)

where K0(n) is the 1st component of K(n), given by [14]:

K0(n) =
α2(n) + σ2

w

α2(n) + σ2
w + β2(n) + σ2

u

(12)

where α2(n) and β2(n) are the transmission of a posteriori

error variances (of the speech and measurement noise samples)

by the augmented dynamic model from the previous time

sample, n − 1 [14]. In eq. (12), the [α2(n) + σ2

w] and

[β2(n) + σ2

u] are termed as the total a priori prediction error

of speech and noise dynamic model [14].

A. Problem Statement

According to the eq. (11), the enhanced speech at sample n,

i.e., ŝ(n|n) is given by a sum of predicted speech, ŝ(n|n− 1)
and innovation, [y(n) − v̂(n|n − 1)] weighted by the K0(n).
Therefore, it is evident to say that the temporal trajectory of the

scalar K0(n) is a useful indicator of the AKF performance in

speech enhancement context. To interpret this, we conduct an

experiment with utterance sp05 (“Wipe the grease off his dirty

face”) of NOIZEUS corpus [9, Chapter 12] corrupted with 5

dB factory2 noise, where Fig. 1 (a)-(b) shows the clean speech

and noisy speech, respectively.

In ideal case, ({ai}, σ2

w) and ({bj}, σ2

u) are computed from

the clean speech and noise signal, respectively. Therefore,

during silent activity of observed noisy speech, as there is

no speech, it is expected that ai = 0 for i = 1, 2, . . . , p
leading to [α2(n) + σ2

w] = 0 (e.g., 0-0.15 s or 1.8-2.19 s

of Fig. 2 (a)), which turns K0(n) = 0 (according to eq. (12)).

While during speech activity of noisy speech, it is observed

that [α2(n) + σ2

w] >> [β2(n) + σ2

u] (e.g., 0.16-0.33 s or 0.9-

1.06 s of Fig. 2 (a)). According to eq. (12), this condition

causes K0(n) approaching 1 (Fig. 1 (e)). Thus, we can say

that the AKF operates in robust-mode for speech regions and

very sensitive in speech pauses of the noisy speech.

In noisy conditions, the silent frames are completely filled

with noise. Therefore, the computed ({bj}, σ2

u) and ({ai},

σ2

w) during speech pauses of noisy speech gives [α2(n) +
σ2

w] ≈ [β2(n)+σ2

u] (e.g., 0-0.15 s or 1.8-2.19 s of Fig. 2 (b)).

According to eq. (12), this condition introduces 0.5 bias in

K0(n) (Fig. 1 (c)). With 0.5 biased K0(n), eq. (11) implies

that the 50% of innovation, i.e., [y(n)−v̂(n|n−1)] leaking into

the enhanced speech ŝ(n|n) as shown in Fig. 1 (d). The poor

estimates of ({ai}, σ2

w) may also result biased K0(n) in speech

regions and passes the residual noise to ŝ(n|n) accordingly.

Therefore, in practice, the biased K0(n) forces AKF to operate

in semi-robust mode [14]. In this circumstance, there should
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Fig. 1. (a) Clean speech (utterance sp05), (b) noisy speech (corrupt sp05 with 5 dB factory2 noise), (c) J2(n), adjusted K′

0
(n), and ideal K0(n), and (d)

enhanced speech produced by existing AKF based SEA [14].

have a performance metric or index that could quantify the

level of robustness and sensitivity of AKF. Specifically, the

robustness and sensitivity metrics, J2(n) and J1(n) quantify

the level of robustness and sensitivity of AKF, defined as [14]:

J2(n) =
σ2

w

α2(n) + σ2
w

(13)

J1(n) =
β2(n) + σ2

u

α2(n) + σ2
w + β2(n) + σ2

u

(14)

George et al. used the robustness metric, J2(n) to offset the

bias in K0(n) under colored noise conditions as [14]:

K ′

0
(n) = K0(n)[1− J2(n)] (15)

Eq. (15) implies that J2(n) needs to hover 1 to make the tuning

of K0(n) effective, which is quite difficult due to the poor

estimates of ({ai}, σ
2

w). To reduce the colored noise effect,

George et al. employed a whitening filter Hw(z) to the noisy

speech frame prior to compute ({ai}, σ
2

w):

Hw(z) = 1 +

q
∑

j=1

bjz
−j (16)

where {bj ; j = 1, 2, . . . , q} are the whitening filter coefficients

as estimated from the initial speech pauses.

It can be seen from Fig. 1 (e) that the J2(n) hovers 1

in silent regions, resulting K ′

0
(n) ≈ 0. While it significantly

reduces the values of K ′

0
(n) in speech regions as compared to
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Fig. 2. Comparing the total a priori prediction error of speech and noise
dynamic model, [α2(n)+σ2

w
] and [β2(n)+σ2

u
] for: (a) ideal and (b) noisy

cases, where the same experimental setup of Fig. 1 was used.

the ideal K0(n) (Fig. 1 (e)). As a result, the K ′

0
(n) may over-

suppress the speech components, resulting distortion in the

enhanced speech (Fig. 1 (f)). In addition, the tuning of K0(n)
using J2(n) can be affected in noise conditions having time

varying amplitudes (e.g., babble), and the level of distortion as

well as residual noise of enhanced speech varies accordingly.

III. PROPOSED SPEECH ENHANCEMENT SYSTEM

Fig. 3 shows the block diagram of the proposed SEA.

Firstly, a 32 ms rectangular window with 50% overlap was

considered for converting y(n) (eq. (1)) into frames y(n, k),
i.e., y(n, k) = s(n, k)+ v(n, k), where kǫ{0, 1, 2, . . . , N −1}
is the frame index with N being the total number of frames

in an utterance, and M is the total number of samples within

each frame, i.e., nǫ{0, 1, 2, . . . ,M − 1}.

Fig. 3. Block diagram of the proposed AKF based SEA.

A. Proposed K0(n) Tuning Method

In the proposed SEA, we incorporate the sensitivity metric,

J1(n) to dynamically offset the bias in K0(n) as:

K ′

0
(n) = K0(n)− J1(n) (17)

By substituting eq. (12) and (14) into eq. (17) and re-arranging

yields:

K ′

0
(n) =

[α2(n) + σ2

w]− [β2(n) + σ2

u]

α2(n) + σ2
w + β2(n) + σ2

u

(18)

To utilize the sensitivity metric J1(n) for tuning of biased

K0(n) in eq. (18), the ({bj}, σ2

u) (q = 40) are computed from

the first noisy speech frame, y(n, 0) being considered as silent.

The whitening filter, Hw(z) (eq. (16)) is then implemented

with the estimated {bj}. After that the Hw(z) is employed

to the noisy speech frame, y(n, k), yielding the pre-whitened

speech, yw(n, k). The ({ai}, σ
2

w) (p = 10) are computed from

yw(n, k) using the autocorrelation method [15].

To justify the validity of adjusted K ′

0
(n), we analyze the

characteristics of estimated total a priori prediction error of

speech and noise dynamic model, i.e., [α2(n) + σ2

w] and

[β2(n) + σ2

u] as shown in Fig. 4 (a). It can be seen that the

[α2(n) + σ2

w] ≈ [β2(n) + σ2

u] is found in silent regions (e.g.,

0-0.15 s or 1.8-2.19 s of Fig. 4 (a)). According to eq. (14),

this condition results J1(n) ≈ 0.5 as shown in Fig. 4 (b)

for these typical silent regions. According to eq. (17), the

condition [α2(n) + σ2

w] ≈ [β2(n) + σ2

u] minimizes the 0.5

bias in K0(n) (e.g., 0-0.15 s or 1.8-2.19 s of Fig. 1 (c)), i.e.,

it causes K ′

0
(n) ≈ 0 as desired. While the [α2(n) + σ2

w] >>

[β2(n) + σ2

u] is found in speech regions (e.g., 0.16-0.33 s or

0.9-1.06 s of Fig. 4 (a)), resulting J1(n) approaching 0. In this

circumstance, eq. (17) implies that the K ′

0
(n) approaching 1.
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Fig. 4. Estimated: (a) [α2(n) + σ2
w
] and [β2(n) + σ2

u
], (b) J1(n), (c)

comparing the ideal and adjusted K0(n) with the same setup of Fig. 1.

Fig. 4 (c) compares the adjusted K ′

0
(n) to that of the ideal

K0(n), where the same experimental setup of Fig. 1 is used.

It can be seen that the K ′

0
(n) shows significantly less bias

and closely similar to that of the ideal K0(n). Specifically, it

maintains a smooth transition at the edges and the temporal

changes in speech regions are closely matched to that of

the ideal K0(n). Since the K ′

0
(n) does not exceed the ideal

K0(n), it enables the AKF to minimize the distortion and

residual noise in the enhanced speech.
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IV. SPEECH ENHANCEMENT EXPERIMENT

A. Simulation Setup

For objective experiments, 30 utterances belonging to six

speakers are taken from NOIZEUS corpus sampled at 8 kHz

[9, Chapter 12]. We generate a noisy data set that has been

corrupted by colored (factory2) and non-stationary (babble)

noises [16] at multiple SNR levels (from -5dB to 15dB).

The objective quality and intelligibility evaluation were

carried out through perceptual evaluation of speech quality

(PESQ) [17] and quasi-stationary speech transmission index

(QSTI) [18] measures. We also analyze the spectrograms of

the enhanced speech produced by the proposed and benchmark

SEAs in terms of the level of residual noise and distortion.

The subjective evaluation was carried out through blind AB

listening test [19, Section 3.3.4]. It is conducted on sp05

corrupted with 5 dB factory2 noise. The enhanced speech

produced by five SEAs as well as the corresponding clean

and noisy speech signals, a total of 42 stimuli pairs played

in a random order to each listener, excluding the comparisons

between the same method. For each pair, the listener prefers

the first or second stimuli which is perceptually better, or

a third response indicating no difference is found between

them. Where 100% award is given to the preferred method,

0% to the other, and 50% to each method for the similar

preference response. Participants could re-listen to stimuli if

required. Five English speaking listeners participate in the AB

listening tests. The average of the preference scores given by

the listeners, termed as the mean preference score (%).

The proposed method is compared with benchmark meth-

ods, such as MMSE-STSA [3], AKF-IT [10], robustness-

metrics based tuning of AKF (AKF-RMBT) [14], AKF-Ideal

(where ({ai}, σ2

w) and ({bk}, σ2

u) are computed from the clean

speech and noise signal), and Noisy (noise corrupted speech).

B. Results and Discussion

Fig. 5 (a)-(b) shows that the proposed method consistently

shows improved PESQ over the benchmark methods, except

AKF-Ideal. Whereas the AKF-RMBT [14] exhibits competi-

tive PESQ with proposed method for factory2 noise among the

benchmark methods (Fig. 5 (a)). For babble noise experiment,

the efficiency of AKF-RMBT method [14] gets reduced and

competitive with other benchmark methods (Fig. 5 (b)).

Fig. 5 (c)-(d) implies that the proposed method also shows

consistence QSTI improvement across the noise experiments,

apart from AKF-Ideal. The existing AKF-RMBT [14] method

is also competitive with the proposed method. Whereas the

QSTI of MMSE-STSA [3] and Noisy methods are significantly

lower than the AKF-IT [10] method at low SNR levels.

The proposed method exhibits a significant noise reduction

(Fig. 6 (f)) than the benchmark methods (Fig. 6 (c)-(e)) and

is similar to the AKF-Ideal (Fig. 6 (g)). While the AKF-

RMBT method [14] introduce a bit distortion and noise-floor.

The AKF-IT method [10] produces most distorted speech and

significant residual noise by MMSE-STSA method [3].

It can be seen from Fig. 7 that the enhanced speech

obtained through the proposed method is widely preferred by

the listeners (74%) to that of the benchmark methods, apart

from the clean speech and AKF-Ideal. While the AKF-RMBT

method [14] is found to be the best preferred method (around

62%) among the benchmark methods by the listeners.

V. CONCLUSION

This paper investigates sensitivity metric-based tuning of

the AKF for enhancing speech in different noise conditions.
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It was shown that the under-estimated Kalman gain achieved

through the existing robustness metric-based tuning of the

AKF introduced distortion in the enhanced speech. While the

sensitivity tuning of Kalman gain in the proposed SEA was

found to be closely matched to that of the ideal gain. It enables

the AKF to minimize distortion as well as residual noise in

the enhanced speech. Objective and subjective testing reveal

that the proposed method outperforms the benchmark methods

in real-world colored and non-stationary noise conditions for

a wide range SNR levels.
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